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Cinque impasti diversi, 
caldi e materici che rifl ettono 
i toni contemporanei 
delle malte di composizione. 

Tre superfi ci: naturale, lappata 
e strutturata, per rispondere a 
tutte le esigenze progettuali.
 
Due patterns decorati 
ed alcuni moduli tridimensionali 
per arricchire e personalizzare 
lo spazio abitativo.

Fünf unterschiedliche mischungen, warm und plastisch, 
die den aktuellen Charakter der kompositionsmörtel widerspiegeln.
Drei Oberfl ächen: natur, „lappato“ und strukturiert, 
um allen Planungsanforderungen beantworten zu können.
Zwei dekorative designs und einige dreidimensionale module 
als Bereicherung der individuellen gestaltung des Wohnraums.

Cinq pâtes différentes, chaudes et consistantes, 
qui refl ètent les tonalités contemporaines des 
mortiers de composition.
Trois surfaces: naturelle, lappata et structurée, 
pour répondre à toutes les exigences de conception.
Deux modèles décorés et certains modules tridimensionnels 
afi n d’enrichir et personnaliser l’espace habitatif.

Cinco pastas diferentes, cálidas y matéricas que refl ejan 
los tonos contemporáneos de las argamasas de composición
Tres superfi cies: natural, lappata y estructurada, 
para responder a todas las exigencias de proyecto.
dos diseños decorados y algunos módulos tridimensionales 
para adornar y personalizar el espacio de la vivienda.

Five different, hot and material mixes that refl ect the 
contemporary spirit of mortar composition.
Three surfaces: natural, honed and structured to meet 
all design requirements.
Two  decorated patterns  and some three-dimensional 
modules to enrich and personalize the living space.
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UrbaNature nasce dall’evoluzione 
metropolitana dello stile, generato  

dalla riscoperta dei materiali elementari che 
compongono il tessuto urbano.

Le contaminazioni tra le superfi ci diverse 
come le essenze del cemento, del legno, 
del metallo e delle maioliche si fondono 

in una nuova e meravigliosa 
materia dal sapore

naturale e conteporaneo.

UrbaNature geht aus der weltstädtischen Weiterentwicklung 
eines Stils hervor, der aus der Wiederentdeckung der 

elementaren materialien des urbanen gewebes entstanden ist. 
Die unterschiedlichen Oberfl ächen, wie etwa die Baustoffe 

Zement, Holz, Metall und Majoliken vereinigen sich 
untereinander und verschmelzen zu einer neuen, wunderbaren 

materie mit natürlichem und aktuellen Charakter.

UrbaNature naît de l’évolution métropolitaine du style, généré 
par la redécouverte des matériaux de base qui composent le 
tissu urbain. Les contaminations entre les différentes surfaces 

telles que les essences du ciment, du bois, du métal et 
de la céramique se fondent dans une nouvelle et merveilleuse 

matière à la saveur naturelle et contemporaine.

UrbaNature nace de la evolución metropolitana del estilo, 
generado por el redescubrimiento de los materiales 

elementales que componen el tejido urbano.
Las contaminaciones entre las diferentes superfi cies 

como las esencias del cemento, de la madera, del metal 
y de las cerámicas se funden en una nueva y maravillosa 

materia de tono natural y contemporáneo.

UrbaNature was created from the evolution 
of metropolitan style, generated

from the rediscovery of basic materials 
that make up the urban fabric.

The interplay between different surfaces such as cement, 
wood, metal, ceramic and majolica results in 

something new and wonderful
with a natural and contemporary fl avor.
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Portland 60x60 Rettificato / Lappato
Portland 60,3x60,3 Strutturato
Urban Steel Portland 60x60 Rettificato / Rectified

contemporary life
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Urban Wavy Lime 15x60 Rettificato / Rectified

urban wavy

76 Portland 60,3x60,3 Strutturato
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Lime 60x60 Rettificato / Rectified
modern dream
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Lime 60x60 Rettificato / Rectified
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Urban Wood Silicon 45x90 Rettificato / Rectified 
Urban Wood Lime 45x90 Rettificato / Rectified 
Portland 90x90 Rettificato / Rectified
Portland 45x90 Rettificato / Rectified

wood contamination
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urban relax
Urban Wood Silicon 45x90 Rettificato / Rectified 
Urban Wood Lime 45x90 Rettificato / Rectified 
Portland 45x90 Rettificato / Rectified
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Urban Wood Portland 45x90 Rettificato / Rectified 
Portland 45x90 Rettificato / Rectified 
Portland 90x90 Rettificato / Rectified

urban wood
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Portland 30x60 Rettificato / Rectified
Urban Texture Portland 30x60 Rettificato / Rectified

urban texture
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Concrete 30x60 Rettificato / Rectified
Urban Texture Concrete 30x60 Rettificato / Rectified
Urban Texture Concrete  6x60 Rettificato / Rectified

urban texture
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Concrete 60,3x60,3 Strutturato
Concrete 22,5x90 Rettificato / Rectified

natural style
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urban look
Portland 90x90 Rettificato / Rectified
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Urban Steel Silicon 60x60 Rettificato / Rectified
urban steel

Portland 90x90 Rettificato / Rectified
Portland 45x90 Rettificato / Rectified
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Urban Steel Silicon 60x60 Rettificato / Rectified 
Portland 90x90 Rettificato / Rectified
Portland 45x90 Rettificato / Rectified

contemporary design
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Formati e colori Sizes and colours
PROTEZIONE ANTIBATTERICA / ANTIBACTERIAL PROTECTION

**LA PROTEZIONE MICROBAN NON E’ APPLICATA / THE MICROBAN PROTECTION IS NOT APPLIED / MICROBAN SCHUTZ WIRD NICHT ANGEWENDET /
LA PROTECTION MICROBAN N’EST PAS APPLIQUEE / LA PROTECCION MICROBAN NO SE APLICA

Lime

90X90 • 357/16"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

90X90 • 357/16"X357/16" RETT./ LAPP.
 11 mm.

COd. ITALIA  B17
COd. ESTERO 098

22,5X90 • 9"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  B05
COd. ESTERO 204

45X90 • 18"X357/16”" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

45,2X45,2 • 18"X18" 
 9 mm.

COd. ITALIA  A45
COd. ESTERO 052

60X60 • 24"X24" RETT. / LAPP.
 10 mm.

COd. ITALIA  A82
COd. ESTERO 081

60X60 • 24"X24" RETT. / RECT.
 10 mm.

COd. ITALIA  A68
COd. ESTERO 209

60,3X60,3 • 24"X24" 
 10 mm.

COd. ITALIA  A52
COd. ESTERO 226

30X60 • 12"X24" 
RETT. / RECT.

 10 mm.
COd. ITALIA  A68
COd. ESTERO 073

60X60 • 24"X24" RETT. / RECT.
URBAN STEEL

 10 mm.
COd. ITALIA  A71
COd. ESTERO 082

15X60 • 6"X12" RETT. / RECT.
URBAN WAvy

 10 mm.
COd. ITALIA  A25
COd. ESTERO 036

30X30 • 12"X12" RETT. / RECT. 
mOSAICO 16 PZ

 10 mm.
COd. ITALIA  B28
COd. ESTERO 119

Cement

90X90 • 357/16"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

90X90 • 357/16"X357/16" RETT./ LAPP.
 11 mm.

COd. ITALIA  B17
COd. ESTERO 098

22,5X90 • 9"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  B05
COd. ESTERO 204

45X90 • 18"X357/16”" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

45,2X45,2 • 18"X18" 
 9 mm.

COd. ITALIA  A45
COd. ESTERO 052

60X60 • 24"X24" RETT. / LAPP.
 10 mm.

COd. ITALIA  A82
COd. ESTERO 081

60X60 • 24"X24" RETT. / RECT.
 10 mm.

COd. ITALIA  A68
COd. ESTERO 209

60,3X60,3 • 24"X24" 
 10 mm.

COd. ITALIA  A52
COd. ESTERO 226

60,3X60,3 • 24"X24" 
STRUTTURATO **

 10 mm.
COd. ITALIA  A52
COd. ESTERO 226

30X60 • 12"X24" 
RETT. / RECT.

 10 mm.
COd. ITALIA  A68
COd. ESTERO 073

60X60 • 24"X24" RETT. / RECT.
URBAN STEEL

 10 mm.
COd. ITALIA  A71
COd. ESTERO 082

15X60 • 6"X12" RETT. / RECT.
URBAN WAvy

 10 mm.
COd. ITALIA  A25
COd. ESTERO 036

30X30 • 12"X12" RETT. / RECT. 
mOSAICO 16 PZ

 10 mm.
COd. ITALIA  B28
COd. ESTERO 119

Concrete

90X90 • 357/16"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

90X90 • 357/16"X357/16" RETT./ LAPP.
 11 mm.

COd. ITALIA  B17
COd. ESTERO 098

22,5X90 • 9"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  B05
COd. ESTERO 204

45X90 • 18"X357/16”" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

45,2X45,2 • 18"X18" 
 9 mm.

COd. ITALIA  A45
COd. ESTERO 052

60X60 • 24"X24" RETT. / LAPP.
 10 mm.

COd. ITALIA  A82
COd. ESTERO 081

60X60 • 24"X24" RETT. / RECT.
 10 mm.

COd. ITALIA  A68
COd. ESTERO 209

60,3X60,3 • 24"X24" 
 10 mm.

COd. ITALIA  A52
COd. ESTERO 226

60,3X60,3 • 24"X24" 
STRUTTURATO **

 10 mm.
COd. ITALIA  A52
COd. ESTERO 226

30X60 • 12"X24" 
RETT. / RECT.

 10 mm.
COd. ITALIA  A68
COd. ESTERO 073

60X60 • 24"X24" RETT. / RECT.
URBAN STEEL

 10 mm.
COd. ITALIA  A71
COd. ESTERO 082

15X60 • 6"X12" RETT. / RECT.
URBAN WAvy

 10 mm.
COd. ITALIA  A25
COd. ESTERO 036

30X30 • 12"X12" RETT. / RECT. 
mOSAICO 16 PZ

 10 mm.
COd. ITALIA  B28
COd. ESTERO 119
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Formati e colori Sizes and colours
PROTEZIONE ANTIBATTERICA / ANTIBACTERIAL PROTECTION

**LA PROTEZIONE MICROBAN NON E’ APPLICATA / THE MICROBAN PROTECTION IS NOT APPLIED / MICROBAN SCHUTZ WIRD NICHT ANGEWENDET /
LA PROTECTION MICROBAN N’EST PAS APPLIQUEE / LA PROTECCION MICROBAN NO SE APLICA

Portland

90X90 • 357/16"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

90X90 • 357/16"X357/16" RETT./ LAPP.
 11 mm.

COd. ITALIA  B17
COd. ESTERO 098

22,5X90 • 9"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  B05
COd. ESTERO 204

45X90 • 18"X357/16”" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

45,2X45,2 • 18"X18" 
 9 mm.

COd. ITALIA  A45
COd. ESTERO 052

60X60 • 24"X24" RETT. / LAPP.
 10 mm.

COd. ITALIA  A82
COd. ESTERO 081

60X60 • 24"X24" RETT. / RECT.
 10 mm.

COd. ITALIA  A68
COd. ESTERO 209

60,3X60,3 • 24"X24" 
 10 mm.

COd. ITALIA  A52
COd. ESTERO 226

60,3X60,3 • 24"X24" 
STRUTTURATO **

 10 mm.
COd. ITALIA  A52
COd. ESTERO 226

30X60 • 12"X24" 
RETT. / RECT.

 10 mm.
COd. ITALIA  A68
COd. ESTERO 073

60X60 • 24"X24" RETT. / RECT.
URBAN STEEL

 10 mm.
COd. ITALIA  A71
COd. ESTERO 082

15X60 • 6"X12" RETT. / RECT.
URBAN WAvy

 10 mm.
COd. ITALIA  A25
COd. ESTERO 036

30X30 • 12"X12" RETT. / RECT. 
mOSAICO 16 PZ

 10 mm.
COd. ITALIA  B28
COd. ESTERO 119

UrbanWood UrbanTexture

45X90 • 18"X357/16" RETT. / RECT. 
URBAN WOOd LImE

 11 mm.
COd. ITALIA  B11
COd. ESTERO 106

45X90 • 18"X357/16" RETT. / RECT. 
URBAN WOOd CEmENT

 11 mm.
COd. ITALIA  B11
COd. ESTERO 106

45X90 • 18"X357/16" RETT. / RECT. 
URBAN WOOd PORTLANd

 11 mm.
COd. ITALIA  B11
COd. ESTERO 106

45X90 • 18"X357/16" RETT. / RECT. 
URBAN WOOd SILICON

 11 mm.
COd. ITALIA  B11
COd. ESTERO 106

22,5X90 • 9"X357/16" RETT. / RECT.
URBAN WOOd LISTONE

 11 mm.
COd. ITALIA  A46
COd. ESTERO 074

30X60 • 12"X24" 
RETT. / RECT.
URBAN TEXTURE 
CONCRETE

 10 mm.
COd. ITALIA  A46
COd. ESTERO 184

6X60 • 23/8"X24" 
RETT. / RECT.
URBAN TEXTURE 
CONCRETE

 10 mm.
COd. ITALIA  A29
COd. ESTERO 044

30X60 • 12"X24" 
RETT. / RECT.
URBAN TEXTURE 
PORTLANd

 10 mm.
COd. ITALIA  A46
COd. ESTERO 184

6X60 • 23/8"X24" 
RETT. / RECT.
URBAN TEXTURE 
PORTLANd

 10 mm.
COd. ITALIA  A29
COd. ESTERO 044

Silicon

90X90 • 357/16"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

90X90 • 357/16"X357/16" RETT./ LAPP.
 11 mm.

COd. ITALIA  B17
COd. ESTERO 098

22,5X90 • 9"X357/16" RETT. / RECT.
 11 mm.

COd. ITALIA  B05
COd. ESTERO 204

45X90 • 18"X357/16”" RETT. / RECT.
 11 mm.

COd. ITALIA  A99
COd. ESTERO 196

45,2X45,2 • 18"X18" 
 9 mm.

COd. ITALIA  A45
COd. ESTERO 052

60X60 • 24"X24" RETT. / LAPP.
 10 mm.

COd. ITALIA  A82
COd. ESTERO 081

60X60 • 24"X24" RETT. / RECT.
 10 mm.

COd. ITALIA  A68
COd. ESTERO 209

60,3X60,3 • 24"X24" 
 10 mm.

COd. ITALIA  A52
COd. ESTERO 226

60,3X60,3 • 24"X24" 
STRUTTURATO **

 10 mm.
COd. ITALIA  A52
COd. ESTERO 226

30X60 • 12"X24" 
RETT. / RECT.

 10 mm.
COd. ITALIA  A68
COd. ESTERO 073

60X60 • 24"X24" RETT. / RECT.
URBAN STEEL

 10 mm.
COd. ITALIA  A71
COd. ESTERO 082

15X60 • 6"X12" RETT. / RECT.
URBAN WAvy

 10 mm.
COd. ITALIA  A25
COd. ESTERO 036

30X30 • 12"X12" RETT. / RECT. 
mOSAICO 16 PZ

 10 mm.
COd. ITALIA  B28
COd. ESTERO 119
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Caratteristiche Tecniche Technical features 

Pezzi Speciali Trim pieces Imballi e pesi Packings and weights

dESCRIZIONE
dESCRIPTION

BESChREIBUNg
dESCRIPTION
dESCRIPTIòN

FORmATI
SIZES

FORmATE 
FORmATS

FORmATOS

PEZZI SCATOLA
PIECES BOX

STüCk-kARTON
PIèCES BOîTE
PZAS. CAjA

PESO SCATOLA kg.
WEIghT BOX

gEWIChT kARTON
POIdS BOîTE

PESO CAjA kg

MQ. SCATOLA
SQ. MT. BOX
QM. KARTON

m² BOîTE
m² CAjA

mL SCATOLA
LN. mT. BOX
Lm kARTON

mL BOîTE
mL CAjA

SCATOLE PALLET
BOXES PALLET

kARTONS PALETTE
BOîTES PALETTE
CAjAS PALLET

PESO PALLET kg
WEIghT PALLET

gEWIChT PALETTE
POIdS PALETTE

PESO PALLET  kg.

MQ. PALLET
SQ. MT. PALLET

QM PALETTE
m² PALETTE
m² PALLET

FONdO 90X90 RTT 2 40 1,62 - 24 960 38,88

FONdO 45X90 RTT 3 30 1,215 - 27 810 32,805

FONdO 22,5X90 RTT 4 20 0,810 - 46 920 37,26

FONdO 60X60 RTT 4 32 1,44 - 32 1024 46,08

FONdO 60,3X60,3 4 32,5 1,454 - 32 1040 46,541

FONdO 30X60 RTT 8 32 1,44 - 32 1024 46,08

FONdO 45,2X45,2 8 33,90 1,634 - 52 1762,8 84,989

URBAN WOOd 45X90 RTT 2 20 0,810 - 15 300 12,15

LISTELLO mIX 
URBAN WOOd

22,5X90 RTT 2 10 0,405 - - - -

URBAN TEXTURE  30X60 RTT 2 8 0,360 - - - -

LISTELLO 
URBAN TEXTURE

6X60 RTT 4 3,2 0,144 - - - -

URBAN WAvy 15X60 RTT 4 8 0,36 - - - -

URBAN STEEL 60X60 RTT 2 14,4 0,72 - 40 288 14,40

mOSAICO 16 PZ 30X30 RTT 4 7,5 0,36 - 78 585 28,08

RACCORdO 1X30 8 0,8 0,024 - - - -

ANg.RACCORdO 1X1 10 0,07 0,001 - - - -

BATTISCOPA 10X60,3 16 20 0,964 9,648 48 960 46,31

BATTISCOPA 10X60 RTT 12 15,48 0,72 7,2 55 851,4 39,6

TORO COSTA 
RETTA 

30X34 6 18 0,612 - 30 540 18,36

ANg. TORO  
COSTA RETTA 

34X34 2 6,6 0,231 - 48 316,8 11,097

BATTISCOPA SCALA 
kIT (2 PZ.)

10X45 5 8,5 0,425 - - - -

ELEMENTO “L” 
STRUTTURATO

15X30X4 8 9,6 0,36 2,4 48 460,8 17,28

 
 
GRES A MASSA COLORATA / COLOUREd-BOdy STONEWARE   ISO 13006-g, EN 14411-g (BIa-UgL), ANSI 137.1 (UNgLAZEd PORCELAIN TILE - P1 CLASS)

NATURALE LAPPATO STRUTTURATO

RESISTENZA ALLA SCIvOLOSITà
SLIP RESISTANCE 
RUTSChFESTIgkEIT 
RÉSISTANCE AU gLISSEmENT 
RESISTENCIA dEL RESBALÓN 

dIN 51130 R9 R9 R11

dIN 51097 - - C  (A+B+C)

BCR-TORTUS > 0,40 - > 0,50

ASTm C1028 - - ≥ 0.60

RESISTENZA ALLE mACChIE
STAIN RESISTANCE 
FLECkENBESTÄNdIgkEIT
RÉSISTANCE AUX TAChES 
RESISTENCIAS A LAS mANChAS

ISO 10545-14

5

RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

5

RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

5

RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

RESISTENZA ALL’ ATTACCO CHIMICO
ChEmICAL RESISTANCE 
ChEmISChE BESTÄNdIgkEIT
RÉSISTANCE CHIMIQUE 
RESISTENCIA A LOS PRODUCTOS QUIMICOS

ISO 10545-13

ULA, UhA
RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

ULA, UhA
RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

ULA, UhA
RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

RESISTENZA AL gELO
FROST RESISTANCE 
FROSTBESTÄNdIgkEIT
RÉSISTANCE AU gEL
RESISTENCIA AL hIELO

ISO 10545-12

RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

RESISTENTE
RESISTANT
BESTÄNdIg
RÉSISTANT
RESISTENTE

LIEvE vARIAZIONE 
SLIghT vARIATION

v2 v2 v2

**LA PROTEZIONE MICROBAN NON E’ APPLICATA / THE MICROBAN PROTECTION IS NOT APPLIED / MICROBAN SCHUTZ WIRD NICHT ANGEWENDET /
LA PROTECTION MICROBAN N’EST PAS APPLIQUEE / LA PROTECCION MICROBAN NO SE APLICA

kIT BATTISCALA
10X45 • 4"X18" 
kIT 2 PEZZI
COd. ITALIA A24

COd. ESTERO  034BATTISCOPA
10X60,3 • 4"X24"
COd. ITALIA A08
COd. ESTERO  011

10X60 • 4"X24" 
RETTIFICATO / RECTIFIED
COd. ITALIA A11

COd. ESTERO  015

10X60 • 4"X24" 
LAPPATO RETTIFICATO
COd. ITALIA A11

COd. ESTERO  015

ANgOLO gRAdONE  
A COSTA RETTA 
34X34• 133/8”X133/8” 
RETTIFICATO / RECTIFIED

 10 mm.
COd. ITALIA B07

COd. ESTERO  095

gRAdONE  
A COSTA RETTA 
30X34 • 12"X133/8"  
RETTIFICATO / RECTIFIED

 10 mm.
COd. ITALIA A35

COd. ESTERO  059

ELEmENTO "L" STRUTTURATO **
15X30X4 • 6”X12”X19/16” 
  9 mm.
COd. ITALIA A20

COd. ESTERO  028

RACCORdO gRES **
1X30 • 3/8"X12"  
RETTIFICATO / RECTIFIED
COd. ITALIA A16

COd. ESTERO  022

ANg. RACCORdO gRES **
1X1 • 3/8"X3/8"
COd. ITALIA A12

COd. ESTERO  016
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Leed Credits 

SS CREDIT 7.1 - HEAT ISLAND EFFECT / NON ROOF (NC, CI, CS, SCHOOLS LEED Rating Systems):
1 LEEd POINT is granted for the use of hardscape materials with SRI ≥ 29.
URBANATURE (Lime, Concrete, Cement and Portland colors) dOES NOT CONTRIBUTE TO ChANgE ThE ENERgy BALANCE 
OF ThE ENvIRONmENTS WhERE ThEy ARE INSTALLEd. 
It does not produce any Urban Heat Island Effect, thanks to its very good physical properties, i.e. Solar Reflectance Index SRI ≥ 29.

EA CREdIT 1 - OPTImIZE ENERgy PERFORmANCE (NC, CI, CS, SChOOLS LEEd Rating Systems)
ThE ThERmAL CONdUCTIvITy λ of URBANATURE porcelain tiles is 0.75 Btu/ft h °F (1,3 Watt/m°K or 1,1 Kcal/m h °C). For this reason it is ideal for 
heating floor systems and external cladding.

mR CREdIT 2 - CONSTRUCTION WASTE mANAgEmENT (NC, CI, CS, SCHOOLS LEED Rating Systems): 
2 LEEd POINTS are granted if at least 75% of the weight of raw materials – tiles and packing - will be recycled. 
URBANATURE TILES and their PACkINg mATERIAL (carton boxes, plastic packaging materials, wooden pallets, straps, etc..) ARE 100% RECyCLABLE. 
The management of the waste on the building site is also easier because the quantity of waste is very small (weight of packaging is around 2-3% of 
weight of total material).

mR CREdIT 4 - RECyCLEd CONTENT (NC, CI, CS, SCHOOLS LEED Rating Systems): 2 LEEd POINTS are granted if the % post-consumer waste + 
½% pre-consumer waste ≥ 20% of the total raw materials, based on cost. URBANATURE porcelain tiles are produced with 40% OF PRE-CONSUmER 
RECyCLEd materials.

mR CREdIT 5 - REgIONAL mATERIALS (NC, CS, SCHOOLS LEED Rating Systems): 2 LEEd POINTS are granted if the use of local raw materials is 
equal to 20% of the total materials value, based on cost.
• These credits are applicable for buildings constructed within 500 miles (804,5 km) from the production site of Finale Emilia (Modena) - Italy.
• The % contribution based on cost of URBANATURE tiles to a single LEED project is calculated based on the geographical position of the construction site.

mR CREdIT 5 - REgIONAL mATERIALS (CI LEED Rating System only):
• 1 LEEd POINT: use a minimum of 20% of the combined value of construction and Division 12 (Furniture) materials and products that are manufactured 
regionally within a radius of 500 miles from the production site of Finale Emilia mO, Italy.
• 2 LEEd POINTS: meet the previous criterion requirement and use a minimum of 10% of the combined value of construction and Division 12 
(Furniture) materials and products extracted, harvested or recovered, as well as manufactured, within 500 miles of the LEED project.

IEQ CREDIT 4.1 - LOW EMITTING MATERIALS, ADHESIVES AND SEALANTS (NC, CI, CS, SCHOOLS LEED Rating Systems): 1 LEEd POINT 
is granted if all adhesives and sealants used on the interior of the building comply with SCAQMD Rule #1168 (VOC limit of ceramic adhesives 
not more than 65 g/l less water).

IEQ CREDIT 4.3 - LOW EMITTING MATERIALS, FLOORING SYSTEMS (NC, CI, CS, SCHOOLS LEED Rating Systems): 1 LEEd POINT is granted if all 
flooring complies with the requirements indicated in IEQ Credit 4.3 Section. URBANATURE tiles obtain 1 LEEd point because they do not contain any 
volatile Organic Compounds vOC (see LEEd 2009 NC, CI, CS, SChOOLS Rating Systems).

IEQ CREDIT 4.6 - LOW EMITTING MATERIALS, CEILING AND WALL SYSTEMS (SCHOOLS LEED Rating System only): 1 LEEd POINT.
URBANATURE tiles obtain 1 LEEd point because they do not contain any volatile Organic Compounds vOC (see Addenda of LEEd Reference 
guide for green Building design and Construction, 2009 Edition).

ID CREDIT 1 - INNOVATION IN DESIGN: 1-5 LEEd POINTS for NC, CI and CS,1-4 LEEd POINTS for SCHOOLS: 
• “EXEMPLARY PERFORMANCES” MR CREDIT 2 - CONSTRUCTION WASTE MANAGEMENT: 1 LEEd POINT may be earned if at least 95% 
by weight of the Raw materials - material and packing - will be recycled. URBANATURE tiles and their packing material (carton boxes, plastic 
packaging materials, wooden pallets, straps, etc..) are 100% recyclable.

• “EXEMPLARY PERFORMANCES” IEQ CREDIT 4.6 - LOW EMITTING MATERIALS, CEILING AND WALL  
SySTEmS: 1 LEEd POINT may be earned for NC, CI, CS LEEd Buildings. No traces of vOC (volatile Organic Compounds) are present in 
URBANATURE tiles (see Addenda of LEEd Reference guide for green Building design and Construction, 2009 Edition).

RP CREdIT 1- REgIONAL PRIORITy (NC, CI, CS, SCHOOLS LEED Rating Systems): 1-4 LEEd POINTS
Between 1 and 4 credits can be obtained, of the 6 Regional Priority credits identified by the USGBC regional councils and chapters, if the project has 
an environmental importance for the region, where it is being constructed. A database of Regional Priority credits and their geographic applicability 
is available on the USgBC website www.usgbc.org. 

EBOm LEEd RATINg SySTEm - EXISTINg BUILdINgS OPERATIONS ANd mAINTENANCE
The cleaning and maintenance procedures on PANARIA Ceramica’s general catalogue can help obtain the following LEED credits.
SS CREDIT 7.1 - HEAT ISLAND REDUCTION (NON ROOF): 1 LEED POINT is granted if a maintenance program is organized, that ensures 
the surfaces are cleaned at least every 2 years to maintain a good reflectance.
IEQ 3.1 - GREEN CLEANING, HIGH PERFORMANCE CLEANING PROGRAM: 1 LEED POINT.
IEQ 3.3 - GREEN CLEANING, PURCHASE OF SUSTAINABLE CLEANING PRODUCTS AND MATERIALS: 1 LEEd POINT  
MR 3 - SUSTAINABLE PURCHASING, FACILITY ALTERATIONS AND ADDITIONS: 1 LEEd POINT is granted if the purchases contain 
at least 10% post-consumer waste and/or 20 % pre-consumer waste material. URBANATURE porcelain tiles are produced 
with 40% of pre-consumer recycled matrials.

NC = LEEd 2009 for New Construction. 
CI = LEEd 2009 for Commercial Interior. 
CS = LEEd 2009 for Core and Shell development.  
SChOOLS = LEEd 2009 for Schools.  
EBOm = LEEd 2009 for Existing Buildings Operations and maintenance.

LEED CREDITS ITALIA
PANARIA Ceramica is a member of the green Building Council ITALIA, 
this is an organization that promotes in Italy buildings that are environmentally friendly, 
profitable and healthy places to live and work in.

The LEEd credits that can be obtained with URBANATURE series for NC 2009 Italia (New construction) are the same as the ones that can 
be obtained with USBgC LEEd NC 2009 Rating System (please see table). The only differences are regarding credit mR5 – REgIONAL 
MATERIALS (different method of calculating the distance from the production site and raw materials from the construction site) and IEQ 4.1 
-  LOW EMITTING MATERIALS, ADHESIVES AND SEALANTS (max emissions VOC = 200 mg/m3, see GEV Emicode EC1 test method, 
ed. 03.03.2009).

A dedicated scoring card is available, as an effective tool to calculate the LEEd points involved, depending on the product used and 
combined with the whole project features, granting extra points when its distance from the production site of the tile lays within 500 miles

ThE LEAdERShIP IN ENERgy ANd ENvIRONmENTAL dESIgN

100% REUSE OF UNFIREd TILES
Crude waste generated by the process is reintegrated in the production cycle with no costs for 
the environment. This contributes to the safeguard of natural resources.

100% RECyCLINg OF ThE INdUSTRIAL WASTE (FIREd TILES)
All the waste-fired tiles generated by the process are recycled from the building industry as inert supports 
for road subsoils and foundations, reducing the use of new natural resources.
100% RECyCLINg OF NON CERAmIC WASTE
100% of non ceramic waste is differentiated and recycled in other production cycles.

100% RECyCLINg OF WATER
The water used in the production process is 100% recycled. The water demand is reduced by about 
60% by this mean. No industrial water is discharged in the ecosystem.

LOW EmISSIONS IN ThE ATmOSPhERE
Panaria complies strictly to Italian standards with a very small amount of gas emissions in the atmosphere. 
The high quality of the technology used keeps our emissions 10 times inferior the allowed limits 
(cfr Post-kyoto Protocol negotiations on greenhouse gas emissions).

hIgh REdUCTION OF mEThANE CONSUmPTION (-25%)
methane consumption is highly reduced (-25%) by the use of up to date technologies and 
customized installations.

SAFETY REQUIREMENTS: “ANTISLIP” PROPERTIES
URBANATURE has got “Antislip” properties (ASTM C1028: SCOF ≥ 0.60), in order to provide the highest safety and 
quality of life to those who both live and design the buildings.

SAFETY REQUIREMENTS: NO FIRE REACTION
Panaria tiles are totally flameproof, they withstand the destructive action of fire, they do not promote flame spread 
and, on contact with flames, do not produce either smoke or toxic fumes: therefore they are 
classified in Class A1fl and A1(no reaction to fire) from the EU Decision 96/60/CE.

100% RECyCLABLE PANARIA PACkINg mATERIAL 
Panaria packing material is 100% recyclable (carton boxes, plastic packaging materials, wooden pallets, straps, 
etc..).

FAO PALLETS
Panaria uses debarked pallets (DB) for its shipments, in accordance with the IPPC/FAO ISPM 15 standards. This is a 
further warranty for the forest safeguard of the importing Countries, dealing with PANARIA.

100% Eco-compatible
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NEgOZI 
ShOPS

RESIdENCE
APPARTAmENTI
LOFT, CORTILI
RESIdENCES

APARTAmENTS
LOFTS, COURTS

LOUNgE
CLUBS

PALESTRE 
gym

BAR, RISTORANTI
BARS, RESTAURANTS

AmBULATORI
FARmACIE

AmBULATORIES
PhARmACIES

IDEALE PER / INTENDED USE

IL POSTO PIÙ SICURO AL mONdO
ThE SAFEST PLACE IN ThE WORLd

ABBIAmO SCELTO mICROBAN, LEAdER mONdIALE NELLA TECNOLOgIA ANTIBATTERICA, 
PER RENdERE ANCORA PIÙ SICURE LE NOSTRE PIASTRELLE.

WE hAvE ChOSEN mICROBAN, ThE gLOBAL LEAdER IN ANTIBACTERIAL TEChNOLOgy, 
TO mAkE OUR TILES EvEN SAFER.

mICROBAN PROTEZIONE ANTIBATTERICA SEmPRE ATTIvA
CONTINUOUS ACTIvE ANTIBACTERIAL ACTION

PROTEZIONE INTEgRATA
La protezione microban viene integrata direttamente nelle piastrelle durante 
il processo produttivo: quando i batteri entrano in contatto con la superficie 
trattata, la tecnologia microban agisce bloccandone il metabolismo. In 
questo modo si interrompe il ciclo vitale dei batteri, che pertanto non sono 
più in grado di proliferare e sopravvivere.

BUILT-IN PROTECTION 
The microban protection is directly incorporated into 
the tiles during the production process: when bacteria 
comes into contact with the treated surface, the microban 
technology reacts, blocking the metabolism of the bacteria.  
It therefore interrupts the life cycle of bacteria, which is no longer able 
to proliferate and survive.

PROTEZIONE CONTINUA
La tecnologia microban funziona inoltre 24 ore su 24 garantendo di fatto 
una protezione continua giorno e notte, mantenendo le piastrelle più pulite 
fra una pulizia e l’altra.

CONTINUOUS PROTECTION
In addition, microban technology is active 24 hours a day, guaranteeing 
continuous protection day and night, keeping tiles more hygienic in 
between cleans.

PROTEZIONE dUREvOLE
A differenza dei disinfettanti che rappresentano una soluzione istantanea,  
ma di breve durata, microban garantisce una protezione durevole, 
esercitando un’azione continua contro i batteri durante l’intero ciclo di vita 
del prodotto.

dURABLE PROTECTION 
Unlike disinfectants, which provide an instantaneous solution, but 
one that is not long-lasting, microban guarantees a durable solution, 
providing continuous action against bacteria throughout the entire life 
cycle of the product.

PREvENZIONE dELLA FORmAZIONE dI BIOPELLICOLA
L’azione antibatterica continua di Microban previene la formazione 
di biopellicole. Le biopellicole, o biofilm, sono colonie di batteri che 
costituiscono una vera e propria copertura sulla superficie. Tali colonie 
possono danneggiare la superficie che rivestono, ad esempio le piastrelle. 
Una volta raggiunto un certo stadio, la biopellicola può deteriorare l’aspetto 
del prodotto. Oltre alle considerazioni estetiche, la formazione di biopellicole 
ostacola ulteriormente il mantenimento dell’igiene della superficie.

PREvENTION FROm BIOFILm FORmINg
The continuous antibacterial action of microban technology prevents 
the biofilm formation. Biofilms are colonies of bacteria which form a 
coating upon a surface. These colonies can be damaging to the surface 
that they inhabit, such as ceramic tiles and once the formation of the 
biofilm has reached a certain stage can mar the visual appearance 
of the product. In addition to aesthetic considerations, the build-up 
of a biofilm creates an additional challenge in maintaining surface 
hygiene.

PROTEZIONE gARANTITA
La tecnologia Microban è stata sottoposta a prove approfondite eseguite da 
laboratori indipendenti e gode di una lunga storia che ne garantisce la sicurezza 
d’uso. È registrata in Europa ai sensi della Direttiva sui Prodotti Biocidi per 
tutte le applicazioni in cui è utilizzata. Gli additivi Microban sono incorporati  
in beni di consumo, manufatti industriali e dispositivi medici prodotti da aziende 
leader in tutto il mondo ed oggi è a beneficio esclusivo di Ceramica Panaria  
e Panariagroup, da sempre all’avanguardia!

gUARANTEEd PROTECTION  
microban technology has undergone rigorous trials conducted by 
independent laboratories and benefits from a long history that 
guarantees its safety of use. It is registered in Europe under the 
Biocidal Products directive for all applications in which it is used. 
microban builders are incorporated into consumer goods, industrial 
products and medical equipment manufactured by some of the 
world’s leading companies. Today, this technology is available 
exclusively to Ceramica Panaria and Panariagroup: always at the 
cutting-edge!
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